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Product overview
Rollco Telescopic Rails Light are intended for small and medium loads. The telescopic rails are delivered as 
standard with extension of up to 140% and are available in lengths from 300 mm to 1500 mm. We also offer 
special versions with shorter or longer rails.

The rails are supplied in different materials. We recommend rolled steel for smaller loads. Cold drawn steel or 
aluminium are ideal for medium loads. For applications in special environments, we offer stainless steel,  
zinc-plated or chemically nickel-plated rails. Lithium based grease is used for lubrication.

Characteristics
 • Loads from 26 kg/pair to 340 kg/pair.
 • Extensions from 300 mm up to 1500 mm.
 • 100% and 140% extension as standard.
 • Lock function in and out available on some models.
 • Compact and easy to assemble.
 • Standard in aluminium, steel or stainless steel. Zinc-plated or chemically nickel-plated on request.
 • Operating temperatures up to 80° C (for higher temperatures, contact Rollco).

Application areas
 • Train doors
 • Building and machining industry
 • Automotive industry
 • Packaging machines
 • Special machinery

Selecting guide
There are some factors to consider when selecting a telescopic rail. If you have any questions, please don´t 
hesitate to contact us. We will help you to find the right solution for your application. 
 • What is the load of the unit?
 • Will your unit be exposed for side loads?
 • Is the distance between the pair of slides very large (> two times the closed length of the slides)? 
 • Do you need 100% extension?
 • Is it a horizontal movement?
 • Service unit with limited amount of movements or telescopic solution for automation with a large quantity 

of movements/day?

Customised telescopic rails
We also offer a wide variety of customised telescopic slides to meet specific requirements, for example heavier 
loads, longer or shorter movements and extensions from 0 to over 300%. For applications, which need very 
high stiffness we recommend telescopic rails made from hardened bearing steel like DSS, DE, ASN and DBN. 
Other special materials or surface treatments are also available. Furthermore we can provide solutions for ver-
tical movements, automation etc. 

Please contact us for more information or see our product range Telescopic Rail Heavy.

GENERAL INFORMATION



ALWAYS THE RIGHT
SOLUTION AT THE RIGHT TIME.

With reliability, competence and 
commitment Rollco rapidly delivers the 
right solutions and components to 
create safe and cost-effective automation 
and linear movement.
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